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Abstract

A new SUPG-stabilized formulation for Lagrangian Hydrodynamics of materials satis-
fying the Mie-Griineisen equation of state was presented in the first paper of the series
[7]. This article investigates in more detail the design of SUPG stabilization, focusing
on its multiscale and physical interpretations. Connections with Kuropatenko’s [5]
analysis of shock-capturing operators in the limit of weak shocks are shown. Galilean
invariance requirements for the SUPG operator are explored and corroborated by nu-
merical evidence. This work is intended to elucidate the profound physical significance
of the SUPG operator as a subgrid interaction model.
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Chapter 1

Introduction

The variational multiscale analysis proposed by Hughes and coauthors in [3, 4] is
applied to the equations of Lagrangian hydrodynamics. The exact solution of the
equations is decomposed into a mesh-scale component, resolvable by the numerical
discretization (namely, a finite element method), and the subgrid-scale component,
the complement to the exact solution of the mesh-scale component. The interaction
between the subgrid-scale and the mesh-scale components of the solution can be
represented by (approximately) solving a subgrid-scale problem, involving the element
Green’s function for the subgrid scales as the kernel of an inverse integral operator.

When applied in smooth regions of Lagrangian hydrodynamic flows, the multiscale
analysis shows that the subgrid Green’s function is an acoustical wave propagation
kernel. Such result is proved for ideal gases and can be easily generalized to the case
of Mie-Griineisen materials. The purpose of the SUPG operator is to provide an
efficient and effective representation of the interaction between the subgrid-scale and
the mesh-scale solutions, ultimately resulting in the control of acoustical instabilities.

The importance of the Galilean invariance properties of the subgrid-scale solution
is stressed. Although not present among the standard requirements for SUPG op-
erators, the Galilean invariance principle appears to play a crucial role in obtaining
reliable simulations of Lagrangian (highly transient) hydrodynamic flows. Numerical
evidence is presented to support such findings.

Finally, a detailed analysis (in one dimension for ideal gases) highlights strik-
ing similarities between the SUPG operator and the correction of the original Von
Neumann-Ricthmyer [12] viscosity proposed by Kuropatenko [5], in the limit for weak
shocks. Some differences are present, since the Kuropatenko correction is applied only
in compression regions of the flow domain, and the SUPG stabilization is applied on
the whole computational domain, modulated by the local magnitude of the residual.
Furthermore, the residual-based SUPG method prevents the overall accuracy to de-
grade to first order, contrary to the Kuropatenko approach, which relies solely on a
modification of the artificial viscosity term.



The rest of the exposition is organized as follows: The variational multiscale
analysis is developed in chapter 2, a discussion on Galilean invariance and subgrid-
scale modeling is presented in chapter 3. Connections with the Kuropatenko artificial
viscosity operator are presented in chapter 4, and conclusions are summarized in
chapter 5.
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Chapter 2

Variational multiscale analysis for
Lagrangian hydrodynamics

In order to further analyze the Lagrangian SUPG approach developed in [7] a number
of definitions are needed. The deformation ¢ is the transformation from the material
to the Eulerian reference frame

p:V = Q=)
X — z=¢p(X,t), VX eV, t>0,

N
O
[N

Here X is the material coordinate (which usually corresponds to the point vector
in the initial configuration of the body), and @ is the point vector in the Eulerian
frame. V is the domain occupied by the body in the material reference frame. ¢
maps V' to §2(t), the domain occupied by the body in its current configuration (i.e.,
the domain occupied by the body at time ¢ in the Eulerian reference frame). It will
be assumed that (X ,t=0) = X, implying (¢t = 0) = V. It is also useful to define
the deformation gradient and its Jacobian determinant:

Op; . Ox;
0X;  0X;
J = detF (2.4)

(2.3)

Let us summarize the variational formulation for the Lagrangian hydrodynamics
equations introduced in [7]. Given a partition 0 < t; <ty < ... <ty =T of the time
interval I =]0,T[, let I, =]t,,t,11, so that |0, T[= J =, .. The space-time domain
@ =V x I can be divided into time slabs
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with boundary P, = S x I,, (S = 9V is the spatial boundary of V). The material
domain V' is further divided into material-subdomains V¢ (elements in space, a par-
tition of the initial configuration fixed with respect to time). Thus V = [JI¢, V. A
typical space-time element is given by Q¢ = V¢ x I,,. The space-time boundary is also
partitioned as P, = PIUP" PINP" = () (i.e., P, is divided into a Dirichlet boundary
P¢ and a Neumann boundary P'). Using the notation V' (X, ) = lim,_ = V(X 1),
the classical space-time variational formulation reads:

Find Y € 8", such that VW € V"

BW.,Y) = F(W) (2.6)

BW,Y) = /W X, t7,) - UY(X,t;,,)dV
/W (X, t5) - UY(X,t;))dV
/ (-W,-UY)-W, -Gi(Y)+W-Z(Y)) dQ
+ nW-G,-(Y)Ni dP (2.7)

P

FW) = — | WHN, dpP — ; W - B dQ (2.8)

where H; represent the Neumann flux (a traction-type boundary condition in La-
grangian hydrodynamics), and, in the three-dimensional case,

U1 U1 0
U9 (%) 0
Uus Us 0
U= PoU1 s Y = (%] s Gz: P COfFlZ‘ (29)
Pov2 Vg p cof Fy;
Pov3 U3 p cof F;
| pole+30505) | L P ] | pvjcofFyi |
_ o, - _ 0 -
—V9 0
—7V3 0
0 —PoYg2
0 —PoY3
[ — P09V | [ —PoS ]

12



to g

Figure 2.1. General finite element discretization in space-
time.

Here, uw = x — X is the displacement vector, v is the velocity vector, p is the
pressure, pg is the initial (reference) density, e is the internal energy per unit mass,
cof F = JFT g is a body force per unit mass, and s is a source/sink of energy
per unit mass. The definitions of U, Y, G;, Z, and B are consistent with [7], in
which one- and two-dimensional computations were performed. For the moment,
complete knowledge of the solution Y is assumed, so that neither SUPG stabilization
nor discontinuity capturing operators are needed in the equations. For the sake of
simplicity, it is assumed that the boundary conditions are of Dirichlet type, although
the following derivations can be extended to boundary conditions of any type.

The multiscale analysis applies in regions of smooth flow. The solution Y can be
decomposed into a coarse-scale (or mesh-scale) component Y € 8" (the component
of Y resolved by the numerical mesh), and a fine-scale (or subgrid-scale) component
Y' €8, (S = S/S" is the complement of S"* to S). In particular, Y and Y are
assumed at least continuous in space and time, and Y must be sufficiently smooth to

13



have , ,
Y=Y"4+Y =Y"+cY withY =0(Y), e << 1 (2.11)

In other words, Y is small compared to Y and Y.

Remark 1 The assumptions of smoothness of Y and smallness of Y' hold, for ex-
ample, in regions of isentropic flow. On the contrary, reqularity and smallness of Y’
are not verified near discontinuities, where the SUPG operator is not sufficient to sta-
bilize the numerical computations. In other words, the dominant nonlinear dynamics
in strong shocks is not appropriately captured by the multiscale approach, which hinges
upon a local, linearized analysis.

Remark 2 The algorithm presented in [7] satisfies this continuity requirement for
Y". By definition, Y, is also continuous in regions where the flow is smooth. This
aspect will lead to important simplifications in the subgrid-scale problem.

With the previous key assumptions,
UY) = UY") +2A(Y"NY +0(2) ~ UY") + A(Y"Y’ (2.12)
Gi(Y) = Gi(Y") +:A,(YNY +0(e2) ~ Gi(Y") + A, (Y)Y (2.13)
Z(Y) = Z(Y")+:C(Y"Y +0() ~ Z(Y") + C(Y")Y’ (2.14)
For the moment, Ay, A;, and C are given by the expressions:

oUu 0G;
A ]rh A )rh — v Cc(Y
0( ) 8]7 n’ 7«( ) a'jr n’ (

0Z
hy _
= 9 o (2.15)

Remark 3 To be precise, a slightly modified version of the previous definitions of
Ay, A;, and C is used in [7]. Namely, for the three-dimensional case, recalling

€= 6(p> £0, J);

I3><3 O3><1 03><1 O3><1 03><1
O1x3 | po 0 0 0

Ag=| 05| 0 m 0 0 |, C= gm } _0I3X3 83“ (2.16)
01><3 O 0 p() O 4x3 4x3 4x1
Oi1x3| O 0 0 poeyp

and
O3><3 03><1 03><1 O3><1 03><1
01><3 0 0 0 COfFlZ'

Ai = 01><3 0 0 0 COngZ‘

01><3 0 0 0 COngZ'
0143 | (p+poJe j)cof Fy;  (p+pode.s)cof Fo;  (p+poJe, )cof Fy; 0

(2.17)
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fori=1,2,3. The definitions e j = g—j , ande, = g—; , have been used. Ezpressions
J

(2.16)-(2.17) have been derived by removing the kinetic energy equation from the total
enerqgy equation before performing Fréchet differentiation. Therefore, if defined as in

/7]7

(h) 8_Z
Yh,’ 8Y Yh

W) a2 %

h
AO(Y ) 8Y Yh7 8Y

(2.18)

Thanks to this modification, the stabilization operator constructed using (2.16)-(2.17)
generates a perturbation to the test function space which respects Galilean invariance,
an aspect further investigated in chapter 3. Straightforward use of (2.15) causes the
perturbation to the Bubnov-Galerkin test function to be observer-dependent, in fla-
grant violation of the invariance principle.

The test function W can also be decomposed as W = W'+ W', W' ¢ V' = V/V",
and it is assumed that V' and V", as well as &' and S", are linearly independent.

2.1 Mesh-scale equation

The mesh-scale equation is obtained by testing (2.6) in V"

0 = /VWh(X,th)-U(Yh(X,th))dV—/VWh(X,tn)-U(Yh(X,tn))dv
/VWh(X,th)-AOY’(X,th)dV—/VWh(X,tn)-AOY’(X,tn)dV
+/ (Wi - uY"-w'-G(Y"+wW" - ZY") + W".B) dQ
+/ (-Wh AY' -W"- AY' +W".CY') dQ

+ [ W' (Gy(Y)+ AY')N; dP (2.19)

P
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or, more succinctly,

0 = B(Wh,Yh)—f(Wh)+/ LW Y'dQ

n

+ | Wh.AY'N, dP

9
Pr

+/ WX th) A)Y' (X, tyy1)dV
14

—/ Wh(X, t,)  A)Y' (X, t,)dV (2.20)
14

with L4y = ~A0, — AT0, + C" (Lsy = Ayd, + A;0; + C). Typically, in the SUPG
stabilization context, it is assumed that the space-time boundary integrals involving
Y’ vanish, namely

W". A Y'N;dP = 0 (2.21)
Py
/Wh(X,tn+1)-AOY’(X,tn+1)dV = 0 (2.22)
\%
/Wh(X,tn)-AoY’(X,tn)dV =0 (2.23)
1%

Remark 4 Notice that there is no theoretical basis for such requirements, other than
simplifications at the implementation level. The boundary integral in (2.21) can be
justified to vanish by assuming that the solution is fully known at the boundary, where
only Dirichlet conditions are prescribed. Assumptions (2.22)—-(2.23), instead, have no
specific rationale.

Remark 5 The previous remark can also be interpreted from a reverse perspective,
since the decomposition of Y into Y™ and Y' has a certain degree of arbitrariness.
In other words, one could assume (2.21)—(2.22) as part of the definition of Y', and,
consequently, obtain Y" as its complement to Y .

Using (2.21)—(2.23), (2.20) takes the simple form

BW" Y") + LiyWm Y dQ =0 (2.24)
Q’!L

2.2 Subgrid-scale equation

The subgrid-scale equation is used in stabilized methods to provide an approximation
to Y in (2.24). If Y has enough regularity, integration by parts can be performed

16



without generating distributional integrals, and the Euler-Lagrange equations can be
recovered from (2.6), namely

W - (UY)+Gii(Y)+Z(Y)+B) dQ = 0 (2.25)
Qn

where the jump term in time vanishes by continuity of the solution Y. Substituting
(2.12)—(2.14) into (2.25), tested on V', yields

W' (LsnY' +U(Y"+ G (Y")+Z(Y")+ B) dQ =0 (2.26)
Q’!L

It is possible to further manipulate (2.26) and obtain

W' LsgY'dQ~— | W' Res(Y") dQ (2.27)
Qn Qn

where, Res(Y") = LszY" + B.

Remark 6 This last step, namely
U,(Y"N+G,(Y"+Z(Y") ~ LsyY" (2.28)

holds as long as the assumption Y’ << Y™ Y holds. As the mesh is refined in smooth
regions of the solution, Y' — 0, and the approximation expressed by (2.28) becomes
increasingly more accurate. This is clearly not the case near discontinuities.

2.2.1 Subgrid-scale Green’s function

Solving (2.27) for Y yields a way to incorporate the effect of the subgrid solution
into the resolved mesh scale equation (2.24). To solve (2.27), the inverse operator of
Lgsy in the subgrid space V' has to be computed. Eg,lf is an integral operator with a
matrix Green’s function kernel. Namely,

Y' = L5 (—Res(Y")=— [ Gy Res(Y") dQ,in V' (Q,) (2.29)
Qn

Remark 7 Notice that, in general, the subgrid-scale problem is nonlocal.

17



Remark 8 A local approximation can be found as follows:

Nel

Y' '~ Y xe: (2.30)
e=1
where xqe s the characteristic function relative to the element domain Qy,, and

Yo = — [ Gyy Res(Y") dQ, inV'(Q5) (2.31)
Q5

Ezxpressions (2.30)—(2.31) introduce an element localization of (2.29). Although such
approach introduces an error, it drastically simplifies the subgrid problem, which de-
couples element-wise.

Following the approach in standard SUPG-stabilized methods, the local Green’s
function G’y in (2.31) is approximated as follows:

Yo (X) = — . Gsp(X, X:t,1) Res(Y"(X:1)) dQx 5

_ / T(X;t) §(X — X;t — ) Res(Y"(X.1)) dQ x5
Q

€
n

Q

= —7(X;t) Res(Y"(X ;1)) (2.32)

where 6(X — Xt — 1) is the space-time Dirac distribution. The term 7(X;¢) is in
general obtained by means of a local splitting of the solution, and sometimes takes a
simple diagonal form. For more details on the techniques used to design the SUPG
operator, the reader can refer to [2, 7, 8, 10, 9, 11].

Remark 9 Fquation (2.32) represents a further localization of (2.31), since the Green’s
function kernel is approzimated by a Dirac distribution.

Given the proposed approximation to Y, it is possible to feed back the subgrid
information into the mesh scale equation (2.24):

nel)n

(
BW" y") — / tyW" T Res(Y") =0 (2.33)
1 n

e=

Remark 10 FEquation (2.33) expresses the so-called variational multiscale stabiliza-
tion term, which, in general, differs from the standard SUPG term because of the
presence of the matriz CT in L. However, in the present context, the SUPG and
variational multiscale terms are identical, since, as mentioned in [7], the stabilization
affects only the momentum and energy equations, to which CT gives no contribution.

18



2.2.2 Subgrid-scale Euler equations

It is instructive to derive the subgrid-scale Euler equations to gain familiarity with the
structure of the subgrid problem. The momentum and energy equations in Lagrangian
coordinates read

ov; 0
= po =2| + ——(p cotFy;) — pogi 2.34
0 Po 5 X+ 8Xj(p cof Fij) — pog (2.34)
0 = 9 (e + —Ukvk> + 9 (v;p cof ;) — Uk — Pos (2.35)
= po It B 5 an ip ij Lo9kVk — Po .

Recalling the Piola identity, Ox;cof Fj; = 0, a more succinct form of the equations can
be obtained, namely

0 = Res;)(Y7p0;p7/U> (236>

0 = Res"(Y,po;p,v)
= v; Res? (Y, po; p,v) + Res®(Y, po; p, v) (2.37)

where the definitions

Res? (Y, po; ¢, w) = Ly (¢, w) — pogi (2.38)
AR Po 88“: ) + 88—)2 cof Fi; (2.39)
Res“(Y, po; ¢, w) LSy (g, w) — pos (2.40)
Sy, w) POE.p % . + (p+p0J67J)§—)1L(}; cof F; (2.41)
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have been used. Applying (2.27), and assuming, as in [7] piecewise linear continuous
interpolation, it is easy to derive

h
p OU;

/
P cof B! = ! 8p

o
h 7 th
09| Tax, O T T | T axC
—p6gi + O(hz) (2-42)
op
Pge,@a
+ O L (ph+phJe ) cof Bt
aX 0 ,J i
ov, op oy op"
+op (ph k coth') = —v <p s —|——coth ol
AT o), ox; M AT ot |, 0Xy 0
8]9
vl
e e (0" pJely)cof F
—pts + O(h?) (2.43)

where (2.42)—(2.43) hold in a weak sense, tested on the space V'. Using (2.38) and
(2.40), equations (2.42)—(2.43) can be cast more compactly as

$r, (P v) = —ResP(Y";p'o") +O(R?), mV'  (244)
Lo (') + 0/ Ly, (W, V) = —v]Res?(Y";p",v")

—Res{(YP;p" o™y +O(h?), in ) (2.45)

It is immediate to realize that equation (2.45) contains the product of equation (2.44)
and v!. This term can be simplified without perturbing the overall accuracy of the
subgrid approximation, yielding a form of the residual less expensive to compute,
namely

S, (0, v) = —ResP(Y";p" 0"+ O(R?), in V' (2.46)

a0, v) = —Res{(Y";p",v") + O(h?), in V' (2.47)

Remark 11 From the algebraic point of view, the proposed simplification corresponds
to a block Gaussian elimination strategy in the solution of the subgrid-scale problem.

Remark 12 The proposed approach is “minimalist”, in the sense that only the key
components of the residual are retained, namely, the advective form of the momentum
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and internal energy equations. It was shown in [7] that the stability properties of the
overall formulation are unaffected by this procedure.

Remark 13 Assuming that, in a weak sense in V',
s, (0, v) = Res?(Y": ph v™) 4+ O(h?) (2.48)
implies
VL, (0, V) =~ ResP (Y p", ") + O(h?) (2.49)

is reasonable if v" varies smoothly and its values are not excessively high. For the
simulations presented in [7] this assumption seemed appropriate.

2.2.3 An example: Linearized gas dynamics equations

Let us further analyze the subgrid-scale equations. For an ideal gas, p = (v —1)poe/ J,
so that

poep = — (2.50)

p+poJe; = ——p (2.51)

For the sake of simplicity, we will consider the equations over a single element. It will
be assumed that Y is a globally discontinuous, element-wise constant approximation
to Y. We will also use the simplified form of the subgrid-scale problem as in (2.46)-
(2.47). Hence,

LsygY' ~ —Res(Y"), in V'(Q°) (2.52)
reduces to
_ O] op _ o
Po 2 . + a—chofFij ~ —Res!(Y;v,p) (2.53)
J op v = Ol - -
= P 4T peofF—t ~ —Res"(Y;v, 2.54
7—18tx+7—1pco e Res“(Y ;v,p) (2.54)




Taking the time derivative 9;| x of (2.53), and applying the gradient operator dx,cof F,
0 (2.54),

9
ot |,

o (o
ox, \ ot |,

82 /
£o 8t2

l

op' _ 0 o
<8Xj> cof F; ~ % (Res?(Y;v,D)) (2.55)

) COkal

+ 15 cot Fyjcof F Pvi - 0 cofF (Res“(Y;v,p)) (2.56)
JP ij kl@X DX, ~ 7 kla P
Subtracting (2.56) from (2.55) yields
O Y em  em 0% y—1 .- 0 o
20 | j_p cof Fyjcof Fy IX0X, ~ 7 cof F; e (Res (Ym,p))
0 —
~ % (Resf(Y; 'v,p)) (2.57)
X

Viceversa, taking the time derivative d;|x of (2.54), and applying the divergence
operator Jy,cof Fj; to (2.53),

o (o
ox, \ ot |,

) cof B

1 0% _ _ 1 0 o
+/3_8X X, cof Fjjcof =~ 50X, (Res?(Y;v,p)) cof Fy (2.58)
o* v_ 0 ! vy—10 —
Ly = fF, ~ —1— — “Y;v,p 2.
oz |, TP bl <8X]) CoLr 7 o), FesYivp) o 259)

Subtracting (2.58) from (2.59) gives

2,/

Fp|  ap Pp

P ocof yp 0 - .
ot |, ~ Jpo 0X,0X, O Ty Cot T 500X, (Res?(Y;0,p)) cof Fy
vy—120 P
7 o) (e (Viop) o (260)

It is possible to transform the previous equations in the current configuration (Eule-
rian reference frame), assuming cof F' ~ cof F', and recalling that

of _ 591
IxX, cofF;; = axz (2.61)
*f » O°f
mCOfﬂjCOkal = J axlaxk (262)
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Thus, (2.57) and (2.60) yield

0?0 L, 0% 1 0 O/ .~
o |~ “or0n, T o (‘ or| (fest(Yiv.))
0 -
(v =Dy (Rese(Y;’U,p))) (2.63)
| 5 0 1(,0 T
o2 . — G 81’12 ~ 7 (Csaxi (Resi (Y,’U,p))
-1 | (Res(Vio.p) ) (264

or, in vector form,

v’ o , 1 9, N
Ot2 X_Cs vz(vzv) ~ %<_§X(Res (Y7’U,p))
AV’
(- 1) W (Rest (¥ 5. 7))) (2.65)
82]9/ =2 / Cg VN . &
Ot2 . - G Aa:p ~ 7 Vm'ReS (Y7’U,p)
=L O Rt (w5
S X(Res (Y;0,p)) (2.66)

where A, is the Laplace operator in the Eulerian reference frame, and ¢, = 4/ %’7

is the average speed of sound over the element.

Remark 14 v} and p’ can be considered as components of the error between the exact
and numerically computed solution.

Remark 15 The operator Lsy represents the first-order vector form of a wave prop-
agation differential operator, expressed by (2.65)—(2.66). This suggests that the errors
in the solution for v and p are propagated in the form of acoustic waves excited by
the (possibly distributional) derivatives of the residual Res(Y™).

Remark 16 Notice that Res® and Res® contribute to each of the subgrid momentum
and enerqy equations. The subgrid solution is therefore affected by a strong coupling
in the residual contributions.
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Remark 17 To complete the discussion, it is worthwhile to consider the subgrid equa-
tions for the displacements,

W =v — (u" — o), in V(Q5) (2.67)

from which we learn that the rate of u' is driven by the residual in the mesh-scale
displacement equations and the subgrid-scale velocity, v'. u' is accumulated on each
element and does not “transport” to neighbors: In this sense, its dynamics is tied to
the entropy (or, material) wave, rather than the acoustic waves.
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Chapter 3

A multiscale discourse on Galilean
invariance

Although never required in standard Eulerian SUPG formulations, it was found of
crucial importance in Lagrangian computations to ensure Galilean invariance of the
SUPG operator. The aim of this discussion is to develop SUPG formulations whose
stability properties are invariant with respect to a change of observer. For this pur-
pose, it is paramount to develop a deep understanding of how a Galilean mapping
affects the variational multiscale framework. In Eulerian coordintates, a Galilean
transformation is given by

t 1 Oix3 0O1x3 t 0
T = —VG I3><3 03><3 xr — 0 (31)
v 0351 O3x3 I3x3 v \%

where * stands for a tranformed vector or scalar quantity. Recalling that the Fulerian
and Lagrangian coordinates coincide at ¢ = 0, that is (X ,0) = X, it is easy to
verify that, in the material reference frame,

{ t t t
X | = X . or, X | = X (3.2)
o, v—VE© v v+ VE

Therefore, only the velocity transforms, while the time and material coordinates are
invariant.

Applying a Galilean transformation to (2.36)—(2.37) yields
R&‘S;)(Y,po;p,’v) i) ReSf(Y,pO;p,’f]) (33)
Res®(Y, py;p,v) > Res®(Y,po;p,0) + V€ Res? (Y, po: p. ) (3.4)
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As expected, the equations transform appropriately, and it is important to realize
why: The scalar product of Res® times V¢ in the transformed total energy residual
vanishes, since Res" annihilates exactly.

Consider a Galerkin approximation of the Euler equations (without any stabiliza-
tion) for which the residuals (2.36)—(2.37) are tested on the same function space used
to represent the discrete solution. By the definition of Galerkin method, the projec-
tion of (2.36)—(2.37) onto the test function space must vanish. Therefore, the discrete
Galerkin equations enjoy the same invariance properties of the exact equations, due
to the fact that V¢ is a constant and factors out of all integrals in the variational
statement.

Remark 18 Clearly, the discrete, non-vanishing, SUPG approzimations to the resid-
uals Res® and Res® in (2.38)-(??) are invariant, due to their “advective” structure.
This observation is the foundation of the proposed “minimal” approach which guar-
antees invariant SUPG operators. Notice also that a discrete non-vanishing approz-
imation to the total energy residual Res” is not Galilean invariant, because of the
presence of the kinetic energy term

UiReSf(Yu Po; P, 'U) i) (1}1 + ‘/ZG) RQS;}(Y, Po; D, 'IAJ> (35)

which is not invariant in the case Res? # 0.

Let us now consider an SUPG method, that is, a Petrov-Galerkin finite element
method, in which the perturbation of the Galerkin test function, —EEHW}‘ T, is
obtained from a local linearization of the generalized advection operator. For the
correctness of the stabilized method, it is essential to require that the perturbation to
the test space be Galilean invariant, otherwise the stability properties of the SUPG
stabilization operator may be observer-dependent, which is clearly unacceptable.

Remark 19 A Galilean invariant form of —[,*SHWh -1 can be obtained using the
matrices Ao, A;, C, as detailed in (2.16)-(2.17). These matrices take advantage
of the “minimal” approach, since they are derived only from the momentum residual
Res" and internal energy residual Res®.

Clearly, all terms depending on thermodynamic variables and terms representing
differences of kinematic or thermodynamic variables will be unaffected by a Galilean
transformation. Therefore, the fine-scale vector Y’ is an invariant. To prove this
point, notice that the only term in Y’ which needs additional analysis is the subgrid
velocity v, since the displacement are expressed as difference of point locations, and
the thermodynamic variables are invariant by definition.

vV=v—-v"=04+Vi-d"-VE=0 (3.6)
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Remark 20 An invariant approzimation Y' ~ —1Res(Y™") is obtained by using the
“minimal” residuals (2.46)-(2.47). The flux Jacobians Ay, A;, and C used in the
computation of the T stabilization matriz, have to be in the form (2.16)-(2.17).

Combining the analysis of the invariance properties of the test function perturba-
tion and the subgrid-scale solution (Remark 20), it is easily concluded that the SUPG
operator must be invariant in its entirety.

3.1 The absence of a “multiscale paradox”

From the previous discussion it may seem that the variational multiscale framework
is at stake. This is far from been the case, and to clear possible doubts, let us review
more carefully the steps in which the multiscale analysis unfolds. The key equations
are (2.24) and (2.29), presented below for convenience:

BW" Y") + LiyWm Y dQ =0 (3.7)
Q’!L

Y' = L5(—Res(Y")=— [ Gy Res(Y") dQ,in V' (Q,) (3.8)
Qn

Let us assume now that £, in (3.7) and Lgy in (3.8) are obtained using the full
Fréchet derivative of the Galerkin residual, rather than the minimal approach in [7].
It is clear that both equations have undergone a linearization, which causes second-
order Galilean inconsistencies. It was observed in numerical computations discussed
in section 3.2, that these inconsistencies had little or no effect on the quality of the
results.

In theory, when the ezact solution Y’ to the linearized subgrid problem (3.8) is
inserted into the mesh-scale equation (3.7), only second-order Galilean inconsistencies
should be generated. In practice, the approximation Y’ = —7(X;t) Res(Y" (X))
is too coarse to retain all the required information on invariance, especially when used
to generate the perturbation to the Galerkin test function in the SUPG operator.

The approach proposed in [7] is a way to remove Galilean inconsistencies from the
approximation to the subgrid-scale dynamics provided by the SUPG operator.
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Figure 3.1. Pressure color plot on the mesh deformation
outline. Above: SUPG formulation violating Galilean invari-
ance. Below: SUPG abiding the Galilean invariance princi-
ple. A classical quadrilateral Saltzmann mesh is used in an
implosion computation. The initial velocity is of unit mag-
nitude and directed horizontally from right to left, except
the left boundary which is held fixed. The initial density is
unity and the initial specific internal energy is 10~!. A shock
forms at the left boundary and advances to the right. Note
the mesh coasting phenomenon on the top right corner of the
upper domain, absent in the SUPG formulation satisfying
Galilean invariance, below.

3.2 Numerical investigations on (Galilean invari-
ance and stability

When a Saltzmann mesh is used in a planar implosion computation, lack of Galilean
invariance leads to disastrous results. On the top right corner of the upper com-
putational grid in Figure 3.1, the well known coasting phenomenon takes place, a
manifestation of hourglass-type instabilities, accompanied by a large spurious peak
in the pressure. In that portion of the domain, no shock is present, and a simple
translational motion with unit velocity from right to left should occur. The correct
behavior is instead captured by an SUPG formulation abiding the Galilean invariance
principle, as shown in the bottom part of Figure 3.1.
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Remark 21 In a different test, the perturbation to the test function was computed
using the Galilean invariant approach, but the residuals in the SUPG terms were
evaluated in the non-invariant form. The computations were stable indicating that
the invariance requirements on the test function perturbation, embedding the stability
properties of the method, are far more stringent than the requirement on the residuals.
This may also depend on the fact that the Galilean inconsistency on the residual is a
higher-order term.

3.3 GGalilean invariance in the one-dimensional case

A more practical understanding of the key issues regarding Galilean invariance can be
gained by analyzing the one-dimensional case for ideal gases. Let us apply the “stan-
dard” (non invariant) derivation proposed in [8] to the Lagrangian hydrodynamics
formulation and evaluate the resulting stabilization operator. From the discussion in
Remark 18, it is clear that the discrete residual would not be invariant. Let us then
focus on the particular form assumed by the perturbation of the Bubnov-Galerkin test
function provided by the SUPG stabilization. With manipulations analogous to [7],
the flux Jacobians for the momentum and energy equations are readily obtained:

£o 0 0 1
Ay = A = 3.9
ol 2] Al ] .

The derivations of appendix A yield

At L 0
2v1+a? l —ly ] (3.10)

where a = 28L is the Courant number. For the formulation in [7], the test function

W' is constant in time, so that 9,W" = 0. Also, C does not contribute to the energy
or momentum equations, so that:

_£*SHWh AT = 32‘Wh AT

= 81Wh-A17'
0 1 At L 0
= OvWh - PO
* {%p v}z =

—_
+
Q
no
1
I
)
L
4
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_
[

)

IO|"‘
— <
5}

<D
—

—_

At 0 1
= O Wh—_—__
* 2\/1+7a2{i ] -

—1 =t
= anhL{ ;7 v 5 -y—Jl ] (3‘11)



Therefore, the “standard” SUPG perturbation to the Bubnov-Galerkin test function
is observer-dependent, and more generally, a standard SUPG operator is not Galilean
invariant. Let us consider the integrand £5, W" - 7Lgy Y™ in the stabilization term:

(—Ag@t — A?aj)wh . T(A()at + A,@Z)Yh
= —OW" A;TA YY" —O,W". A;TA; 0,Y"

= —OxW" ATA O, Y" —0xW"- ATA, OxY" (3.12)

where the contribution of C' has been omitted, since it appears only in the displace-
ment equation. The term Ox W"- A7 A; OxY " represents the variational discretiza-
tion of a diffusion operator, with an artificial diffusion matrix given by A;7A;. This
term plays a key role in the stabilization of the Galerkin discretization, and represents
the upwinding effect in the generalized streamline direction (the direction of propa-
gation of acoustic waves, in the Lagrangian hydrodynamics case). It is easily realized
that the SUPG numerical viscosity is also affected by the lack of Galilean invariance.

At b V——lH 0 1}
ATA = —— J S,
R ] ey | I
At rp 0
= — g 3.13
Ww{”z ——} (3.13)

The velocity v in the bottom left entry of the SUPG viscosity matrix could change
both in magnitude and sign, if the computational domain undergoes a Galilean trans-
formation, with potentially very dangerous consequences on the stabilization proper-
ties of the SUPG operator. A similar discussion applies in multiple dimensions.

Remark 22 The instabilities detected for the tests presented in Figure 3.1 disappear
for very low values of the pressure initial condition. In fact, the stabilizing viscosity
matriz (3.13) vanishes as the pressure tends to zero, with a mitigating effect on its
off-diagonal velocity entries. Only for moderate-to-high initial pressures, the effect of
the off-diagonal terms containing the velocity is significant. It is interesting to notice
that the intensity of the shock in a piston problem increases as the initial pressure
decreases, if the initial density po remains unchanged. Thus, weaker shock conditions
actually yield the worst case scenario for the non-invariant SUPG stabilization.
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Chapter 4

Physical significance of
stabilization and Kuropatenko
analysis

Let us now analyze in more detail the physical significance of the stabilization oper-
ator. It was already mentioned in section 2.2.3 that the subgrid scale problem has
an acoustic wave propagation nature. It will be now shown that there exists a very
tight link between SUPG stabilization and the artificial viscosity concept developed
by Kuropatenko [5] for weak shocks. To investigate the physical significance of the
SUPG term, let us evaluate its viscosity matrix for the case of an ideal gas in one
dimension.

4.1 A simple derivation for one-dimensional gas
dynamics

Using the definition of 7 given in [7], the SUPG viscosity matrix reads

0 1 At L0 H 0 1}
ATA, = po
e {ﬁp 0]201%[0’771 5p 0
At { 0 ’YT—lH 0 1]
2CFL (vjlfpo 0 %p 0
B At v Jp| 5 0
N 2CFL Lo 0 (_ll)J
At cz{po O]
_ s 4.1
2CFLJ?| 0 & (4.1)



yJp

where ¢, = =

is the speed of sound.

Remark 23 Comparing with (3.13), it is noticeable the absence of any velocity term
in the entries of (4.1).

Let us further manipulate (4.1):

/ 82Wh : AerlaiYthX
Q5(X)

_/ oxup 1" _At_ T 0 ] ox"]
T oo Loxwl | 3CFLE |0 L | [ ot |19

P
dywt 1T At &2 {070 0 Havh}
= UL — * dQ, 4.2
/Q%(:c) { Orwy } 2CFL| 0 35 ][ ot ¢ 4
where the transformation from the reference to the current configuration has been
performed, and the identities 0, = J 0, and d@Q, = J d() x have been used.

Considering the momentum contribution in (4.2), the stabilization is equivalent
to a dissipative term with numerical viscosity

po At . At ¢,
J2C0FL P2 CcFL

VSUPG (4.3)

where the identity py = pJ has been used. If the simulation runs close to CFL = 1,
then ¢, At ~ Az, and

pesAx
2

vsuprag =~

(4.4)

Remark 24 Expression (4.4) bears striking similarities with the Kuropatenko [5] vis-
cosity in the limit for weak shocks, the only difference being the constant multiplier.
In the general case, however, vsypg scales like c2At.

Remark 25 The SUPG viscosity is active on the entire computational domain, while
the Kuropatenko viscosity is active only in compression. At this point, questions about
the accuracy of the overall SUPG formulation may arise for the reader unfamiliar with
the SUPG stabilization concept, since it is well known that the Kuropatenko viscosity
1s only first-order accurate. It should not be forgotten, however, that the SUPG stabi-
lization, being residual-based, is consistent, and the accuracy is not degraded to first
order. An intuitive argument for this is that the T tensor is first order in the time
increment and s multiplied by the residual, yielding a higher-order term.

Remark 26 Stabilization also acts on the energy equation.
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Chapter 5

Conclusions

The nature of the SUPG stabilization operator has been studied using the variational
multiscale paradigm.

It is the hope of the author that this work could help in bridging the gap between
the two communities investigating SUPG methods and algorithms for shock hydro-
dynamics computations. To this goal, it has been shown that the residual-based
SUPG operator acts to prevent acoustical instabilities, and connections with the
Kuropatenko viscosity correction in the limit of weak shocks have been highlighted.

The importance of Galilean invariance in the design of the stabilization opera-
tor has been discussed, shedding light on an overlooked aspect in standard SUPG
approaches. Galilean invariance becomes very important also in applications differ-
ent from compressible Lagrangian hydrodynamics, such as compressible turbulence.
Given the current trend [1, 6] of developing turbulence models using the SUPG ap-
proximation to the subgrid-scale solution, it seems important to evaluate also in the
case of turbulent compressible flow simulations whether or not Galilean invariance is
satisfied and what its role is on the accuracy, robustness and reliability of simulations.
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Appendix A

One-dimensional stabilization for
ideal gases

In the following derivations, Ay, and A; refer only to the momentum and energy
equations, since stabilization is not applied to the ODE relating rate of displacements
to velocities. The multi-dimensional definition given by Shakib, Hughes and Johan [8],
a fairly standard definition of the 7 matrix, reads:

—1/2
_ o0&\, 04 9& .
_ 1 2 )
T=A, <C’ +(8t) I+8XjanA]Ak (A1)

where Al =AA; Land &; are the coordinates in the parent domain of each element,
and &, refers to the time axis. For an ideal gas in one dimension, and assuming the
non-Galilean invariant approach to stabilization,

0& 852 g o4 2 2 ~ 2
with
Lo 0 0 1
Ay = A, = A3
o=l 5] a2, ] (A3)

Notice the presence of the velocity v in some of the entries of Ay and Ay, due to the
kinetic energy terms in the total energy equation. Then:

Ao_aat [0 p 01 [ 0 1 L0
S ¥ N I e B B v N B s
r _a=1, a=1
= | vp tap 1A } (A4
L 71 %0 7 7Y
~ 2 [ 22 Cs 2
A1 — pB‘] w :| — <7> I2><2 (A 5)
L pod




with ¢, = 1/% = ,/%‘]. It is important to realize that the form of the SUPG
stabilization is dependent on the function spaces adopted, and in particular on the

time-integration strategy. For the second-order time integrator developed in [7] %o —
2

’oot
Eand

v/ 2\ 2¢s \? s
T = A <<Kt> I2X2+<JT;() I2><2)
At/2 A -1
Vita "
At L 0
_ 0 A.
21+ a? [ —ly } (A.6)
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